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The Files (RSD Lab) o ' o 12 Juse 1958

Operational Check of the CV-2A Transie

1, The CV-2A 4 & miatum tmsistarize& mvener designed
to permit the reception of radic signals ivo the 3—32 mes range when
used with an averange broasdeast receiver..

2. An slenentary- ﬁp&mﬁm&l test of the C‘ﬁ’ﬁZA camx:ter
provided the following m@mﬁmz

{a) Bange:
3-12 mes

 (b) 29 sensitivity of an ECA teble model receiver
measured using the CV-24 converters

Receiver Sensitivity st 1500 kes - 234 microvolis
Recelver fudic Qutput Impedance - 4 ohms
g . Receiver Audio Cutput ~ 100 millivatta
{c) aM Sensitivity of Recedver using CV-2A:
See next peage for chart.

3 m test results of remge and sensitivily Mcate that
re L satisfactorily with the exception that the dial

R

_____:_a REBARWER: Qéy.‘é:ga
Pesign Unit Entorgements:

This checks out with our readings snd 1s scceptable. The curve
of capacity versus rotation from one Stoddard t© another varies. We
are trying to flnd best compromise as to freqazney calivration or
will Mn& calibrate each one.

Lab/jem (12 June 1958)
Distributian: 2 - A%A
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